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DETAIL

EMITTER PLACEMENT

Plant ball (typ)

Multi-outlet emitter (typ)

15 - 33 GPD

53 - 100 GPD 

4 - 6 GPD

Discounted 

perimeter (typ)

Single-outlet emitter (typ)

Distribution

tube (typ)

Plant perimeter

at construction (typ)

1.2 - 3 GPD, except Agave,

Ocotillo and Saguaro

Plant perimeter

at construction (typ)

Organ Pipe, Prick Pear/Cholla, Saguaro

Agave Spp., and Ocotillo @ .6 - 2 GPD

Single-outlet emitter (.6 & 1 GPH)

Distribution

tube (.6 & 1 GPH)

3’

NOTES:

  When slopes exceed 10:1, emission points shall be located on uphill side of plant material. 

  Excluding cacti and succullents, one emission point shall be directly over the  root ball as shown.

  Additional emission points shall be around discounted plant perimeter and as shown. 

  All distribution tubing shall be of sufficient length so as to permit

  placement of all emission points around discounted diameter.

  Cactus and succulents specified in plans to receive a 0.3 GPH emitter will 

  be configured such that all tubing is supply tubing, and emitters are connected at

  supply tube terminals.  Distance from cactus shall be 3 feet, unless specied 

  differently by Engineer.
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